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S 90.20 SIS Slis 90.20 Slis 90.20 Slis 90.20 SIS Slis 90.20 S 90.20 S 90.20 s's Slis 90.20 Slis 90.20 THAT SEPARATES HEATED SPACE FROM UNHEATED SPACE OR THE EXTERIOR SHALL NOT EXCEED 20 PER CENT OF THE FLOOR AREA OF Drawing Tifle
- S S S S F S S S - e - S S 3F 73F) S ) THE STOREY SERVED BY THE GLAZED AREAS AND SHALL NOT EXCEED 40 PER CENT OF THE TOTAL AREA OF THE WALLS OF THAT STOREY
N ® @ @ @ @ N 3 e | IO N 2 @ N @ THAT SEPARATES HEATED SPACE FROM UNHEATED SPACE OR THE EXTERIOR. (IN THE CASE OF A SLOPING WALL, THE AREA OF THE
= OPAQUE PORTION OF THE WALL IS CALCULATED AS ITS PROJECTED AREA ON A VERTICAL PLANE.)
N (3) WHERE THE THERMAL RESISTANCE OF GLAZING IS DIFFERENT FROM THAT REQUIRED IN SENTENCE (1) AND ARTICLE 12.3.3.10., THE AREA .
g OF SUCH GLAZING FOR THE PURPOSE OF APPLYING SENTENCE (2) MAY BE ASSUMED AS BEING EQUAL TO THE ACTUAL AREA MULTIPLIED BY Wi ndQW SCh ed u | e - Level 2 -
, 5 THE RATIO OF THE REQUIRED THERMAL RESISTANCE DIVIDED BY THE ACTUAL THERMAL RESISTANCE OF THE GLAZING.
o 1o _ o o | o _ 5 5 (I o 1o _ o (4) EXCEPT AS PROVIDED IN SENTENCE (5), THE AREA OF GLAZING THAT CONTAINS CLEAR GLASS OR THAT HAS A SHADING COEFFICIENT OF We st EI evati on
Rls 8 o olg S Rislg ol ol g 1 =58 R 58 ol e S\g Rsg MORE THAN 0.70 THAT IS UNSHADED IN THE WINTER AND FACES A DIRECTION WITHIN 45° OF DUE SOUTH MAY BE ASSUMED TO BE 50 PERCENT
=98 - x| S =198 =198 x| ~ x| & 1 <198 -9 8 x| < R |98 OF ITS UNSHADED AREA IN CALCULATING THE MAXIMUM AREA OF GLAZING IN SENTENCES (2) AND (3) PROVIDED THE BUILDING IS DESIGNED
=~ 3 33~ = = 3 38" ; =~ = 3 3/3% x WITH A SYSTEM THAT IS CAPABLE OF DISTRIBUTING THE SOLAR HEAT GAIN FROM SUCH GLAZED AREAS THROUGHOUT THE BUILDING. FOR THE
e N NEX e e N N B 5 D D N NN D PURPOSE OF DETERMINING WHETHER OR NOT THE GLAZING IS SHADED IN THE WINTER, THE SHADING SHALL BE CALCULATED USING THE
« « « - Al 3 & & & NOON SUN ANGLES OF DECEMBER 21.
SEESESRISNES)| | SRR (5) SENTENCE (4) SHALL NOT APPLY WHERE THE BUILDING IS DESIGNED TO BE COOLED UNLESS THE GLAZING DESCRIBED IN SENTENCE (4)
— N N — N N P — N o~ R
- T IS SHADED IN THE SUMMER WITH EXTERIOR DEVICES. FOR THE PURPOSE OF DETERMINING WHETHER OR NOT THE GLAZING IS SHADED
8 9 9 9 9 8 IN THE SUMMER, THE SHADING SHALL BE CALCULATED USING THE NOON SUN ANGLES OF JUNE 21.
2 3 8 8 3 3 3 3 8 |
w0 0 o] o] 0 Te] Te] Ye) w0
Lo ol oy o o o) 12.3.3.13. AIR INFILTRATION rojec
| | 2 LEVEL 3 [ 965 ~ LEVEL 3 [ 965 > LEVEL 3 @ N 1 2 LEVEL 3 [ 965 LEVEL 3 @ - T 2 LEVEL 3 m N 1 2 LEVEL 3 [ 965 LEVEL 3 [ 965 i 1 = LEVEL 3 @ (1) WINDOWS THAT SEPARATE HEATED SPACE FROM UNHEATED SPACE OR THE EXTERIOR SHALL BE DESIGNED TO LIMIT THE RATE OF AIR
6:3) S 87.25 ara IS 87.25 3 87.25 6:) 3 87.25 S 33 87.25 6:3) 6:3) S 87.25 63) S 87.25 S a3 87.05 é:@ S 87.05 INFILTRATION TO NOT MORE THAN 0.775 L/S FOR EACH METRE OF SASH CRACK WHEN TESTED AT PRESSURE DIFFERENTIAL OF 75 PA IN = ®
N S N N N N N N N S N N CONFORMANCE WITH ASTM E283, "DETERMINING THE RATE OF AIR LEAKAGE THROUGH EXTERIOR WINDOWS, CURTAIN WALLS, AND DOORS ln
(3F) & R R a (3F) a =] LH3F (3F) = ——(3F—L I —3F) = 2 3F {3F) = Q UNDER SPECIFIED PRESSURE DIFFERENCES ACROSS THE SPECIMEN".
—x ~ ~ (2) MANUALLY OPERATED EXTERIOR SLIDING GLASS DOOR ASSEMBLIES THAT SEPARATE HEATED SPACE FROM UNHEATED SPACE OR THE
EXTERIOR SHALL BE DESIGNED TO LIMIT AIR INFILTRATION TO NOT MORE THAN 2.5 L/S FOR EACH SQUARE METRE OF DOOR AREA WHEN
TESTED IN CONFORMANCE WITH SENTENCE (1). AQ U AVI ST A
(3) EXCEPT WHERE THE DOOR IS WEATHER-STRIPPED ON ALL EDGES AND PROTECTED WITH A STORM DOOR OR BY AN ENCLOSED
UNHEATED SPACE, EXTERIOR SWING TYPE DOOR ASSEMBLIES FOR DWELLING UNITS, INDIVIDUALLY RENTED HOTEL ROOMS AND SUITES
ol - | o 5 5 | o _ _ ol - | o _ 5 SHALL BE DESIGNED TO LIMIT THE RATE OF AIR INFILTRATION TO NOT MORE THAN 6.35 L/S FOR EACH SQUARE METRE OF DOOR AREA BIOCk 3 - R3 & R4
89| o ol 8 olo g |o g |o ol 8 Ol o Ol o 89 o o8 Ol o 8 |o WHEN TESTED IN CONFORMANCE WITH SENTENCE (1).
4R ¥ & SR Qlolg oz rl & X X o SRR x x5 Qo2 (4) DOOR ASSEMBLIES OTHER THAN THOSE DESCRIBED IN SENTENCES (2) AND (3), THAT SEPARATE HEATED SPACE FROM UNHEATED SPACE
SIS S 218 S S S Qg8 QslS SIS S 2398 S 263 Queens Quay East
Sk 8 g & @ @ o @) o 8 NESIRE 88 g © 8 S g x| © OR THE EXTERIOR SHALL BE DESIGNED TO LIMIT THE RATE OF AIR INFILTRATION TO NOT MORE THAN 17.0 L/S FOR EACH METRE OF DOOR y
o = Q 3 2 X Q& & & & Q& 2 CRACK WHEN TESTED IN CONFORMANCE WITH SENTENCE (1). Toronto, ON
S S & (5) CAULKING MATERIAL TO REDUCE AIR INFILTRATION SHALL CONFORM TO THE REQUIREMENTS IN SUBSECTION 9.27.4. -
(6) THE JUNCTION BETWEEN THE SILL PLATE AND THE FOUNDATION, JOINTS BETWEEN EXTERIOR WALL PANELS AND ANY OTHER LOCATION cale
WHERE THERE IS A POSSIBILITY OF AIR LEAKAGE INTO HEATED SPACES IN A BUILDING THROUGH THE EXTERIOR WALLS, SUCH AS AT UTILITY As indicated
—% - —x —— | —\% ~— —x ~— —\ SERVICE ENTRANCES, SHALL BE CAULKED, GASKETED OR SEALED TO RESTRICT SUCH AIR LEAKAGE.
- - 0 0 - - - 0 (7) AIR LEAKAGE BETWEEN HEATED SPACE AND ADJACENT ROOF OR ATTIC SPACE CAUSED BY THE PENETRATION OF SERVICES SHALL BE Drawn by
S 8 8 8 8 S 8 8 RESTRICTED IN CONFORMANCE WITH THE REQUIREMENTS OF SUBSECTION 9.25.3. EV./MN
T N I\ T N e o
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